IN THE CLAIMS 

Please amend claims 1, 2, 4, and 5 and add claims 6 - 14 as follows: 



1. (CURRENTLY AMENDED) A low mount seat guide loop for holding a seatbelt 
restraint of a vehicle seat , said low mount seat guide loop in a motor v e hicl e comprising: 

a strap adapted for attachment to said seat such that the seatbelt restraint can be 
disposed between said strap and the vehicle seat r-aml 
a soatbelt r e strain system . 

2. (CURRENTLY AMENDED) [[A]] The low mount seat guide loop as set forth in 
claim 1 , wh e r e in said strap furth e r comprising fabric and an e lastic e xt e nsion and is positioned on th e 
side of said seat in a location acc e ss e d by said seatb e lt restraint syst e m; said strap furth e r compris e s 
further comprising at least one a-snap for attaching p ositioning said strap to the vehicle seat efsakl 
seatb e lt r e straint syst e m . 

3 . (ORIGINAL) The low mount seat guide loop as in claim 2, wherein said snap further 
comprises a magnet. 

4. (CURRENTLY AMENDED) The low mount seat guide loop as in claim [[2]] J_, 
wherein said strap is adapted to be disposed in an extended position, in which said strap extends over 
the seatbelt restraint to hold the seatbelt restraint, and a retracted position, in which the seatbelt 
restraint can be removed from between said strap and the vehicle seat with snap is ext e nd e d and 
snapp e d into a pr e d e t e rmin e d position to hold said s e atb e lt r es traint syst e m . 
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5. (CURRENTLY AMENDED) The low mount seat guide loop as in claim [[2]] _4, 
further comprising at least one snap, and wherein said strap is adapted to be attached to the vehicle 
seat via said snap when said strap is in the retracted position and in the extended position with snap 
is r e tracted and snapped into a pr e d e termin e d position when said s e atb e lt restraint system is not h e ld . 

6. (NEW) The low mount seat guide loop as set forth in claim 1, wherein said strap 
includes an elastic portion. 

7. (NEW) The low mount seat guide loop as set forth in claim 1, further comprising a 
pocket into which said strap can be tucked. 

8. (NEW) A vehicle seat assembly comprising: 
a seatbelt restraint; 

a cushion; and 

a strap adapted to be connected to said cushion and adapted to hold said seatbelt 
restraint by disposing said seatbelt restraint between said cushion and said strap. 

9. (NEW) The vehicle seat assembly as set forth in claim 8 further comprising at least 
one snap for fixing said strap relative to said cushion. 

10. (NEW) The vehicle seat assembly as set forth in claim 9, wherein said snap further 
comprises a magnet. 
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1 1 . (NEW) The vehicle seat assembly as set forth in claim 8, wherein said strap is adapted 
to be positioned in an extended position, in which said strap extends over said seatbelt restraint to 
hold the seatbelt restraint, and a retracted position, in which said seatbelt restraint can be removed 
from between said cushion and said strap. 

12. (NEW) The vehicle seat assembly as set forth in claim 1 1 , further comprising at least 
one snap, and wherein said strap is adapted to be fixed relative to said cushion via said snap when 
said strap is in the retracted position and in the extended position. 

1 3 . (NEW) The vehicle seat assembly as set forth in claim 8, wherein said strap includes 
an elastic portion. 

14. (NEW) The low mount seat guide loop as set forth in claim 1, further comprising a 
pocket into which said strap can be tucked. 



